Keep your meter clipped to the camera 
or safely protected in the camera case. 
Do not drop it, or permit it to lie 
around unprotected. If it should be 
damaged, return it to your dealer, 
who will have it repaired for you. 
Or, if more convenient, mail it prepaid 
directly to: 


Attach an identification tag bearing 
your name and address. Pack the 
meter well in a stiff box with plenty of 
padding. The meter will be put in good 
order and returned to you with repair 
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Reads 
Shutter 
Settings 
Directly 


this is all you have to do! 


Your EXPOSURE METER is a photoelectric eye which tells instantly just how 
ta set your Highlander Camera shutter for perfectly exposed pictures. 


_—. <— Window facing 
” forward 


CLIP IT RIGHT TO YOUR CAMERA 
Just slide it into the accessory clip 
until it locks firmly in place. To re- 
move simply raise latch at bottom 
of meter and ease forward, 


SET THE SHUTTER 


read on the meter. SEE NEXT PAGE 
TO LEARN HOW TO TAKE A 
READING. 


4 ++. to the same number that you 


FILM SPEED ADJUSTMENT 


Meter is factory set to the “C" scale. 
To change scale for different film 
speeds insert coin in slot of medallion 
and turn. The daylight and tungsten 
speeds of each film are given in the 
instruction sheet packed with each 
roll of film, Be sure to set meter to 
scale given in this sheet. 


ING THE READING QUTDOORS 


SET METER TO CORRECT SCALE FOR FILM USED 
(See Instructions Packed With Film) 


CLOSE-UP READINGS OF FACES 
Wherever it is possible to get close to 
the subject, make a close-up reading. 
Hold the meter 2 or 3 inches from the 
face —the side you want to photo- 
graph — as close as you can get with- 
out casting a shadow. Aim window on 
side of meter directly at subject. 

The meter will read only the light from 
that surface and no matter how far you 
stand from your subject to take the 
picture you will get the right exposure 
for the face. 

Be very careful not to cast a shadow 
and not to let the meter see right past 
the face into the sky. 


GROUP and SCENIC SHOTS 

If you cannot make a close-up reading 
aim the meter at the scene, pointing it 
slightly below the horizon to measure 
the light value of the scene (not the 
sky!). Your meter indicates the total 
‘amount of light it “sees”. Since day- 
light is much more intense than light 
reflected from scenery, aim meter 
slightly downward to cut out most of 
the skylight. Otherwise the pictures 
will turn out too dark. 


MAKING THE READING INDOORS 


Your Polaroid Exposure Meter can be 
used indoors for readings of either 
daylight coming through windows, or 
artificial light — anything from a 100- 
watt bulb in a bridge lamp to a battery 
of photoflood lights, (Do not use meter 
for flash.) 


For indoor pictures set meter to proper 
scale — see instructions packed with 
each roll of film. 


Then, take a close-up reading. If the 
meter reads 2 or higher, set the 
shutter to that number and snap the 
picture, just as you would an outdoor 
shot. 

TIME EXPOSURES 


If the meter reads less than 2, make 
a time exposure by moving the time- 
set on the camera to “B". To take a 
reading, hold meter beside subject's 
face and aim the meter directly at the 
strongest light as shown in next column. 


Then, use the following guide for 

approximate exposure time and 

shutter setting. Camera must be 

mounted firmly on table top or tripod. 
Set the Hold down 


Shutter the Shutter 
Number to | Release about 


*With the time set at “B”. 


